
CONFIGURATION
- Drone based �ying platform

- Mobile P2P wireless link terminal(Air unit)

- Mobile P2P wireless link hub(Ground Unit)

- Drone controller

APPLICATION
- CBRN hazard management

- Specialized detection & surveillance

- Wireless backhaul system

- Remote Infrastructure Control

KEY FEATURES

- Long-endurance & high-stability �ight

   * Endurance: ≥ 120 minutes (hybrid gasoline + battery)

   * Payload capacity: 3 ~ 6 kg (including mission payloads)

- Advanced Communication & Operational Range

   * LTE BVLOS ready (Beyond Visual Line of Sight)

- High-capacity data link system 

   * Frequency: 5,030 - 5,200 MHz (C-Band CNPC)

   * Operational range: ~ 10 km

   * Ground station operating time: 4+ hours 

US O�ce: 3003 North 1st Street #221, San Jose, CA 95134  USA
EU O�ce: Via Giuseppe Mazzini 46, 20056  Trezzo sull’Adda  MI, Italy
HQ: GAON Biztower #913, 120 Daehwa-ro, Daedeok-gu, Daejeon 34366 Korea



Endurance 

Flight Speed

Operational Range

Communication System

Airframe Dimensions

Empty Weight

MTOW

Payload Capacity

≥ 120 minutes at MTOW (including 8L fuel)

10m/s max

VLOS: ISM band (within 1km)
BVLOS: LTE (within communication coverage area)

ISM Band + LTE network communication

1,300 x 1,300 x 600 mm (excluding propellers)

26.9kg (including EO/IR camera and battery)

34kg (※ MTOW: Maximum Takeo� Weight)

3 ~ 6 kg

Interface

Frequency

Modi�cation

TX Power

Distance

Antenna

Power consumption

Size

1 x 10/100 M Ethernet

5,030 ~ 5,200 MHz

BPSK, QPSK, 16QAM

+ 28dBm min

10Km max

Directional 23dBi, Omni-directional 2dBi

116 x 305 x 802 mm (Tripod included)

Built-in battery
Max 24W
Operating time: Approximately 4 hours or more

  5kW hybrid (gasoline + battery)

SPECIFICATION OF HYBRID UAV-DRONE

Power Source

PARAMETER SPECIFICATION

SPECIFICATION OF DATALINK AIR UNIT 
PARAMETER SPECIFICATION

SPECIFICATION OF DATALINK GROUND SYSTEM
PARAMETER SPECIFICATION

Interface

Frequency

Modulation

TX Power

Distance

Power Consumption

Size

2 x MCX (F)
1 x 10/100M Ethernet
1 x UART (3.3V TTL)
1 x RS-232/422/485

5,030 ~ 5,200 MHz

BPSK, QPSK, 16QAM

+ 28dBm min

10Km max

+ 6VDC ~ + 28VDC / Max. 13W

70 x 70 x 27.8 mm (No Heatsink)
70 x 70 x 37.5 mm (Heatsink)

156g (No Heatsink, Antenna, Cable excluded)
182g (Heatsink, Antenna, Cable excluded)

Weight

-60dBc/Hz max @ 100Hz
-73dBc/Hz max @ 1kHz
-83dBc/Hz max @ 10kHz
-93dBc/Hz max @ 100kHz

Phase Noise (SSB)


